


Properties mentioned above are typical only and minor variations, which do not a�ect the product performances, are to be expected in normal manufacturing.
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Veedol Syntron Passenger Car Motor Oil is made with highly quality synthetic base oils, polymers and premium 
additives.  As with any petroleum product, careful handling and good hygiene should be practised.  Avoid prolonged 
skin exposure, splashing into eyes or ingestion.  For more information, please consult our Material Safety Data 
Sheet (MSDS) which you can find at www.asaveedol.com  

Typical Properties

SYNTRON
FULL SYNTHETIC MOTOR OIL

ASTM Method SAE 0W-20 SAE 5W-20 SAE 5W-30 SAE 10W-30 SAE 5W-50
Density @ 15 °C Kg/L D 4052 0.8469 0.8510 0.8516 0.8525 0.8590
Kinematic Viscosity

cSt  @40°C D 455 45.96 49.17 62.7 70.16 105
cSt @100°C D 455 8.66 8.5 10.81 10.5 17.3

Viscosity Index D 2270 170 150 165 155 153
Flash Point, (COC), °C D 92 218 218 227 220 236
Cold Cranking Viscosity, Cp D 5293 5900 6000 6300 5500 5300

@ (-35°C) (-30°C) (-30°C) (-25°C) (-30°C)
Neutralization Index, TBN, mgKOH/g D 2896 7.9 7.9 7.9 7.9 7.8


